
Hangzhou Risingsun Cable Co., Ltd

Applications:
Suitable for Audio Device,Speaker,electrical equipment,power and lighting
system

PVC

Speaker Cable
Construction: Material

Conductor Bare Copper/ Tinned Bare Copper/ Tinned CCA/ CCA

Insulation PVC

Model Section MM2 OD

10AWGX2C 5.26MM2 5.5X11.0MM

12AWGX2C 3.31MM2 4.5X9.0MM

14AWGX2C 2.08MM2 3.5X7.0MM

16AWGX2C 1.31MM2 3.0X6.0MM

18AWGX2C 0.823MM2 2.6X5.2MM

20AWGX2C 0.519MM2 2.2X4.4MM

22AWG X2C 0.324MM2 2.0X4.0MM

24AWGX2C 0.205MM2 1.6X3.2MM

Model Section MM2 OD

0.25MM2 x2c 0.25MM2 2.0X4.0MM

0.5MM2 x2c 0.50MM2 2.2X4.4MM

0.75MM2x2c 0.75MM2 2.4X4.8MM

1.0MM2 x2c 1.0MM2 2.6X5.2MM

1.5MM2x2c 1.5MM2 3.1X6.2MM

2.0MM2x2c 2.0MM2 3.9X7.8MM

2.5MM x2c 2.5MM2 4.2X8.4MM

4.0MM2 x2c 4.0MM2 4.8X9.6MM

5.0MM2 x2c 5.0MM2 5.5X11.0MM

6.0MM2 x2c 6.0MM2 6.0X12.0MM

Packing Coil Packing/ Paper spool/ Pastic Spool/ Blister
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